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Recessed fittings/ Recessed fittings

264

LED-Visir
metal brushed

outer-L/W: 4.7/3.4 inch
lux reading/distance: 19.7” (0,5m)

LED-Visir
metal brushed
LED white 78 Lux 152031
LED blue 82 Lux 152037

4 LED 0.4W total

LED-Visir
silver-grey

outer-L/W: 4.7/3.4 inch
lux reading/distance: 19.7” (0,5m)

flush mount frame:
L/W: 5.9/5.9 inch

LED-Visir
silver-grey
LED white 78 Lux 152021
LED blue 82 Lux 152027

4 LED 0.4W total

flush mount frame
for all Visir fittings

925140

Note:
LED-Visir fittings can only be opera-
ted with conventional transformers!

Visir G4

outer-L/W: 4.7/3.4 inch

Visir G4
metal brushed 151958
silver-grey 151959

2-pin base 20W max.

flush mount frame
for all Visir fittings

925140

12~
trans.
excl.

90°

3.7/2.4 1.4”

0.6lbsteel
G4excl.

12~
trans.
excl.

90°

3.7/2.4 1.4”

0.6lbsteel
LED

4 pce.incl.

90°

12~
trans.
excl.

3.7/2.4 1.4”

0.6lbsteel
LED

4 pce.incl.
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