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Recessed fittings/ Recessed fittings

290

Glados, round

Ø: 3.4 inch
glass-H: 1.6 inch

Glados, round
chrome/glass sat. 111502

2-pin base 20W max.

12~

1.1lb

excl.

trans.

Glados, square

L/W: 3.2/3.2 inch
glass-H: 1.6 inch

Glados, square
chrome/glass sat. 111512

2-pin base 20W max.

Grid
Design by CDC

visible Ø/H: 2.8/2.8 inch

Grid
alu 134234

2-pin base 50W max.

12~

0.4lbexcl.

3.5”2.3”

trans.
excl.

alu
Gy6,35

12~

1.1lb
excl.

excl.
trans.

6.1” 2.6”

G4

Grid G9
Design by CDC

visible Ø/H: 2.8/3.5 inch

Grid G9
alu natural 134254

G9 40W max.

120~

0.6lb
excl.

2.3”

alu
G9

EVG Swar Round
LED white 111891
LED blue 111897

PowerLED 1W

350mA

0.4lbincl.

excl.

2.6”5.1”

steel/
glass

Swar Round
Design by CDC

H/cover-Ø: 6.7/3.4”
glass shade-Ø: 1.7 inch

alu/
glass

3.5”

excl. G4

alu/
glass

2.6”6.1”

HK07-03-Solavanti-Einbau.qxd 12.10.2006 11:20 Uhr Seite 290




