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Pendulum adapter

Iso-connector

Connector

Flex connector

Flex connector X

Flex connector Y

Feed-in

use to split 2 sep. circuits and isolate 2

tack pieces

25A

max.

w

electrical connection between 2

track pieces

25A

max.

max.

max.

25A

max.

12~

@/H: 1.5/1.1 inch
Cable-L: 23.6 inch

-
W&

Shortbox Transformer 150VA ... 5, coc

electr.
Trans.
incl.

%
A

@

plastic

L/W/H: 7.1/2.0/3.9 inch

S,

=
0.2lb

silver-grey/1 pcs. 138522
silver-grey/1 pcs. 138232
silvergrey/1 pcs. 138202
silver-grey/1 pcs. 138402
silver-grey/1 pcs. 138422

Application in combination with ceiling
suspension possible.

silvergrey/1 pcs. 138412

Application in combination with ceiling
suspension possible.

silver-grey/1 pcs. 138252
silver-grey/1 pcs. 138192
total output 150W

Max. track length: 6.5ft. (2m)

Suitable ceiling suspension: 3.9” (138246)

TRACK-SYSTEMS | LINUX LIGHT® LV-TRACK SILVER-GREY

Application example:
Easy shortening of pendulum
length by usage of the pendu-
lum adapter.

Application example:
Flex connector Y and Ceiling
suspension for Linux Light®
tracks.

Note: More transformers for
the Linux Light® LV-Track-
System can be found on

Page 519.





