Ground Surface LED
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Ground Surface LED

4 @[] (80 [ [T 1< v 71~

Intertek CRI
D7046 || 10W | COB LED Garden Spot

S
ADJUSTABLE
Not dimmable,
FAMILY [TEM# WATTAGE LUMENS - BEAM FINISH DRIVER IP RATING INPUT VOLTAGE
SUEZ D7046W 850Im 3000K WHITE 0-10v IP65 120v
SUEZ D7046AN 10w 850Im 3000K 50° WHITE 0-10V IP65 120V

SUEZ D7046AL now 850Im 3000K 50° WHITE 0-10v IP65 120V



https://solavantilighting.com/product/suez/
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Ground Surface LED

-

@.|[Lep|| 80 Ry VTS
clnt:ﬁus BUILT IN CRI C9 1\ | <~ — |,
|D7047 | 20W | COB LED Garden Spot
492" ~
4.49" ;%ﬁ
g Not dimmable,

=2
FAMILY ITEM# WATTAGE LUMENS BEAM FINISH DRIVER [P RATING
20W 50°

SUEZ D7047W 1800Im 3000K WHITE 0-10V IP65 120V
SUEZ D7047AN 20W 1800Im 3000K 50° ANTHRACITE 0-10v IP65 120V
SUEZ D7047AL 20w 1800Im 3000K 50° ALUMINUM 0-10V IP65 120V
/ c GIb us LI:D 80 - ,r | < ¢ 47° L\
e BUILT IN l :
Intertek CRI — y
D7052 || 7W | LED Spot
3.15" Q
4o ADJUSTABLE
- Consult for dimming
FAMILY ITEM# WATTAGE LUMENS ca BEAM FINISH DRIVER [P RATING INPUT VOLTAGE
EDAPO D7052 W 550Im 3000K 47° ANTHRACITE 0-10V IP65 120V -277V



https://solavantilighting.com/product/suez/
https://solavantilighting.com/product/edapo/
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Ground Surface LED

‘ DORO

K.

Intertek

LIED

BUILT IN

/0

CRI

&

T~

D7064 | 10W | COB LED Flood Light

7.48"

>

ADJUSTABLE

Consult for dimming

[TEM# WATTAGE LUMENS - BEAM FINISH DRIVER [P RATING

D7064 1135Im | 4000K 100° WHITE 0-10V IP65 120V- 277V
\ — —_— 100°
~ @R | 7011 7 ]| ~
Intertek CRI —

‘ DORO

D7066

3030im

D7066 | 30W | COB LED Flood Light

100°

>

ADJUSTABLE

0-10V dimming option, available for 277V

[TEM# WATTAGE LUMENS - BEAM FINISH DRIVER [P RATING
120V-277V

| 4000K

WHITE

0-10v IP65



https://solavantilighting.com/product/doro/
https://solavantilighting.com/product/doro/
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Recessed Ground LED

4 @. | [70][ [T 1] o ]~

Intertek C RI —

D7028A | 10W | COB LED Slim Floodlight

‘ 6.18 ‘
X~ >
=] 476 ADJUSTABLE
ZA
e Consult for dimming
FAMILY [TEM# WATTAGE LUMENS CCT BEAM FINISH DRIVER IP RATING INPUT VOLTAGE
NIRO D7028A 0w 700Im 4000K 120° ANTHRACITE 0-10V P65 120V- 277V

4 €./ Lep|| /0 OIT<11 \_\

BUILT IN
Intertek CRI —

lD7028E || 2X50W | COB LED Slim Floodlight
1378" sz

S

ADJUSTABLE

0-10V dimming option, available for 277V

ITEM# WATTAGE LUMENS - BEAM FINISH DRIVER [P RATING
120V-277V

nRO | Dr0zeE 2X50W 7000 | a000k | 1200 | race | o0y IP65



https://solavantilighting.com/product/niro/
https://solavantilighting.com/product/niro/

Recessed Ground LED
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Recessed Ground LED

K.

Intertek

-

LIED

BUILT IN

80

CRI

ol

30°

D69028

| 2W | COB LED Inground

| 338

@ i Not dimmable

FAMILY ITEM# WATTAGE LUMENS - BEAM FINISH DRIVER [P RATING INPUT VOLTAGE

MINOR D69028 65Im | 3000K | | STNLS STEEL | 0-10V IP67 120V
( | elb LI:D 80 i z ¢ \08 35° |
[ e us | — e
Intertek BT CRI IK L
D69012 | 3W | COB LED 316 Stainless Steel inground
409"
— Not dimmable
FAMILY [TEM# WATTAGE LUMENS ccT BEAM FINISH DRIVER [P RATING INPUT VOLTAGE
CROSBY D69012 3w 240Im 3000K 35° STNLSS STEEL 0-10V P67 120V



https://solavantilighting.com/product/minor/
https://solavantilighting.com/product/crosby/
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Recessed Ground LED

- @.|[Len|[80

BUILT IN

Intertek CRI

(>

|

kN

36°

D69052 || 3W | COB LED Inground With Honeycomb

2.44"
I I
— 3.54"
% 21 6”

[TEM# WATTAGE LUMENS - BEAM FINISH DRIVER [P RATING
CROSBY D69052

—

Not dimmable
240m | so00« | e | smusssiee| oqov P67 120V \
| \ — 10 40°
s @.|Lep| 180 || (]| ||| —
imtertek | [o CRI IK -
j D69040 || 10W | COB LED Inground
7.28"
4.92"

700Im 3000K 40° 3165TNLSSTEEL

0-10v

IP67

120V

Not dimmable
FAMILY ITEM# WATTAGE LUMENS - BEAM FINISH DRIVER [P RATING INPUT VOLTAGE
MINOR D69040



https://solavantilighting.com/product/crosby/
https://solavantilighting.com/product/minor/
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Recessed Ground LED

/

‘ CROSBY

[ (Tb us
isTeo!

Intertek

LIED

BUILT IN

80

CRI

(>

!

RN

S

ADJUSTABLE

20° |

| 728" |

©)
8.66"

[TEM# WATTAGE LUMENS - BEAM FINISH DRIVER [P RATING

D69054 || 15W | COB LED 316 Stainless Steel Inground Recessed

=

M

9.84"

9.05"

Not dimmable

120V \

D69054 saom | 3000k | 200 | sowusssree| o0y P67
- . 1LeR( 180 || (| 1 |[RE] T —
[ us — e
et BUILT IN
Intertek CRI IK —
2.16"
- Not dimmable
FAMILY [TEM# WATTAGE LUMENS ca BEAM FINISH DRIVER [P RATING INPUT VOLTAGE
crosBYDK | D69056A 3w 240m 00 | 3e | warawm | oaov P67 120V



https://solavantilighting.com/product/crosby/
https://solavantilighting.com/product/crosbydk/
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Recessed Ground LED

- cﬁlb .

Intertek

[TEM# WATTAGE LUMENS - BEAM FINISH DRIVER [P RATING
CROSBYDK

D69056B 560Im

LI=D

BUILT IN

80

CRI

o,

V

RN

38°

| 3000k

S

| NATALUM

7W | COB LED Dark Light Inground Recessed

3.74"

| o000

P67

—

Not dimmable

120v \

4 QD

Intertek

D69056C 720Im

LI=D

BUILT IN

80

CRI

o,

38°

3000K

38°

| narawm

/
334"
\
— 4.92
% 3‘15”

ITEM# WATTAGE LUMENS - BEAM FINISH DRIVER IP RATING
CROSBYDK

0-10v

P67

—

Not dimmable

120V \



https://solavantilighting.com/product/crosbydk/
https://solavantilighting.com/product/crosbydk/
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Inground Bollard LED

) o=Ec LR,

Intertek CRI I
D67410 || 12W | LED Inground Bollard
4.72"
| |
315
0-10V dimming option, available for 277V

FAMILY WATTAGE LUMENS DRIVER [P RATING INPUT VOLTAGE
CAPRI D67410 12w 1000Im 3000K G ANTHRACITE 0-10v IP65 120V-277V

—

-~ €. |Lep| |80 || ™|

o

" BUILT IN
Intertek CRI I
D67410A | 20W | LED Inground Bollard
63"
I -~
39.37"

0-10V dimming option, available for 277V

FAMILY [TEM# WATTAGE LUMENS - BEAM FINISH DRIVER [P RATING INPUT VOLTAGE

CAPRI D67410A 1600Im 3000K ANTHRACITE 0-10v IP65 120V-277V



https://solavantilighting.com/product/capri/
https://solavantilighting.com/product/capri/
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Inground Bollard LED

/

SANTOS
SANTOS

D67034AN
D67034G

[ (Tb us
isTeo!

Intertek

LIED

BUILT IN

80

CRI

Q_>¢

D67034 || 15W | LED Inground Bollard

450Im
450Im

0°

50°

472"

33.46"

ANTHRACITE 0-10v

GREY

0-10V

FAMILY ITEM# WATTAGE LUMENS - BEAM FINISH DRIVER [P RATING INPUT VOLTAGE

3000K
3000K

IP54
IP54

0-10V dimming option, available for 277V

120V-277V

| 120V-277V



https://solavantilighting.com/product/santos/
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Floodlight LED

4 @ .| [T ][+ =[] 71

Intertek DIMMABLE

D7055B-RGB | 24x1.5W | LED | RGB Wall Washers
IPB6¢ | |
39.37"

’[ooooooooooooooooooooooo]‘

l | 276

0-10V dimming option, available for 277V

[TEM# WATTAGE - BEAM FINISH DRIVER [P RATING
ILLUMIFLOW 120V-277V

D7055B-RGB 24x1.5W GREY 0-10v IP66



https://solavantilighting.com/product/illumiflow/



