
Fixing the base profile onto the 
surface. 

If surface is of concrete, please 
use anchor of 4 mm diameter.  

Presenting & fixing the 
base profile. 1 Once having fixed the base profile onto the 

surface, place the profile Fiberlines-Led 
line 301 on the base profile for marking the 

cable line to go. 
(Beginning and final 

of each profile) 

Preparing the groove in the base profile. 2 

Use fixing glue onto the base profile of a 
thickness of 3 - 4 mm. 

Preparing the 
Fiberlines-Ledline 
301 profile for 
placement onto 
base profile. 

3 

Fiberlines-Ledline 301 FW 

NOTE: 
Must be installed in NEC 
compliant fashion. 

Installation must be done by a 
qualified electrician familiar with 
local codes. 

Switch mains power to off 
prior to installation. 

4 

Place the Fiberlines-Ledline 301 profile upon the 
glue and pass the cable through the groove 
made before and press the profile onto the base 
profile for its correct placing.      

Fixing the 
Fiberlines-Ledline 
301 profile onto 
base profile. 

5 

Press the profile onto the base profile for its 
correct placing.  Do not install the profiles in 
places, where high pressure cleaning with water 
is made.       

Adhering the 
Fiberlines-Ledline 
301 profile onto 

base profile. 

6 
Press end caps into 
profile opening. 

Then, secure each end cap to 
the mountiing surface using 
provided screws (and anchors, 
if into concrete). 

Lastly, push hole plugs into 
place over secured screws. 
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