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BOW
Architectural
Accent
Illumination

date 
customer
project
quantity

• To highlight the outer edge of windows and arches
• Inner louvres to adjust the beam angle on site.
• Beam angle: 180° x 15°
• Leveling luminaire to correct windowsill slope
• 6.5 ft wire with lateral or backside cable output
• 5 different finishes for better facade integration
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BOW MONO 3 S 80/4K 120
Family Style Finish Mounting Input voltageColor temp



Corten WhiteBlack

Finish  

Silver Stone

Control  

On/Off
DMX
RDM

Monocolor RGBW

(LO)
6W

Power

 
9W

Monocolor RGBW

Light color  

4000K3000K2700K  

3 MacAdam

1800K RGBW

4000K

BOW ® 6W Monocolor (LO)
Measures 3.93” x 4.72” x 1.92”

Weight 0.88 lbs

Color temperatures 1800K 2700K 3000K 4000K

Power 6W / 2 LEDs 6W / 2 LEDs 6W / 2 LEDs 6W / 2 LEDs

Lumens output 153lm 161lm 174lm 174lm

BOW ® 9W RGBW
Measures 3.93” x 4.72” x 2.32”

Weight 0.88 lbs

Color temperatures Red Green Blue White (4000K) RGBW

Power 2.25 W / 2 LEDs 2.25 W / 2 LEDs 2.25 W / 2 LEDs 2.25 W / 2 LEDs 9 W / 8 LEDs

Lumens output 10lm 52lm 19lm 52lm 129lm

Color temperature conform to ANSI C78.377A.

ADJUSTABLE LOUVRES  
Inner louvres to adjust the beam angle on site (from 100% to 0%).

 

In order to satisfy all our customers, five different versions are available:
silver, black, white, corten and stone.

FINISHES

  

Micro texturized corten. 
 

Micro texturized stone. 
 

Micro texturized white.  
 

Micro texturized black.  Micro texturized silver. 
 

 

50% open 20% open100% open
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LIGHT DISTRIBUTION CURVES

11x0.65 ft

22x1.44 ft

33x2.16 ft

44x2.88 ft 

54x3.6 ft

1 m (3.28 ft)

2 m (6.56 ft)

3 m (9.84 ft)

4 m (13.12 ft)

5 m (16.4 ft)

180°x15°

Distance  Diameter  Beam  

Bow ® Monocolor  6W 180°x15°

1 lux

1 lux

3 lux

7lux

29 lux

1800K 

90° 90°

75° 75°

60° 60°

45° 45°

30° 30°
15° 15°0°

10x1.54 ft

20x3.08 ft

30x4.62 ft

40x6.16 ft 

50x7.71 ft

1 m (3.28 ft)

2 m (6.56 ft)

3 m (9.84 ft)

4 m (13.12 ft)

5 m (16.4 ft)

180°x15°

Distance  Diameter  Beam  

Bow ® RGBW  9W 180°x15°

1 lux

1 lux

3 lux

7 lux

30 lux

2700K 

1 lux

2 lux

4 lux

8 lux

33 lux

3000K 

1 lux

2 lux

4 lux

8 lux

33 lux

4000K 

1 lux

1 lux

2 lux

5 lux

21 lux

RGBW 

90° 90°

75° 75°

60° 60°

45° 45°

30° 30°
15° 15°0°

 

DETAILS
 

Leveling luminaire to correct windowsill slope.

 6.5 ft wire with lateral cable output. 6.5 ft wire backside cable output.

Allen H2

 6.5 ft wire hidden cable output.

DMX

MONOCOLOR RGBW
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ON-OFF CONNECTIONS

   

Ref.  
M030233 + M030235

6.5
 ft

120 V ACPOWER

Ref.  
M030154 

120V AC

MORE THAN 15 BOW ®  WITH DMX-RDM.
Maximum 15 Bow ® per DMX-RDM output.
Maximum 328 ft from controller to the amplifier.
Maximum 328 ft from amplifier to last Bow ® . 

DMX-RDM & DALI CONNECTIONS 

controller 

DMX
RDM  DMX-RDM  

output

Ref.  
M030245

Ref.  
M030224 

Ref.  
M030154 

MORE THAN  15 BOW®  WITH DMX-RDM. 

POWER

1

DATA

2
3

 

Ref.  
M030233

6.5
 ft

  

Ref.  
M030400/C12

amplifier 
DMX-RDM 

up to
6  

outputs

Maximum 15 units of Bow per on-off connection 

Ref. M030233
+

7 u. Ref. M083093

Ref.  
M030233

Ref.  
M030233

Ref.  
M030233 + M030235

Ref.  
M030233 + M030235

DMX RDM
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REFERENCES
 

71327 X X

CONTROL  

1 On-Off  (Monocolor)
5 DMX-RDM  (RGBW) - (HO)

/XX/XXX

COLOUR  

/70/1K8  1800K
/80/2K7  2700K
/80/3K  3000K  
/80/4K  4000K
/11-4K  RGBW (white 4000K)

ACCESSORIES REFERENCES
 

1 2 3

0 Texturized silver  
2 Texturized black  
3 Texturized white  
4 Texturized corten  
5 Texturized stone  

X

POWER  

1 LO  6W  (Monocolor)

FINISHES  

For installation On/Off
M030154 3 x 0.05 ft² H07RN-F cable
M030233 Derivation box 1
M030235 5 way terminal block

For installation DMX 
M030244 IP68 “I” connection Ø0.23”- 0.66” Tee Tube (5 poles) 2
M030245 IP68 “Y” connection Ø0.23”- 0.66” Tee Tube (5 poles) 3
7150203 DMX Addresser Setup
M030154 3 x 0.05 ft² H07RN-F cable
M030224 BELDEN 3105A cable
M030400/C12 3 x 0.05 ft² + 2 x AWG22 PUR Cable
M030233 Derivation box 1
M083093 Conector scotchlock 3M 314 (0.01”- 0.05”²) 4

4
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